ok * " LOCATION CATEGORY 3Imes [ 6 Tmes
SIZE A B C Diameter | Diameter ~ °PAciNg
¥ s | 35 | 2 s 3" 3y
" IR RS % F |
#6 5'-10" 5'-2" 4~ 2 4y 51/,
#Y o'-II" 6’1" 41" 2% 5V 6!/5"
#3 91" 8'-0" 6'-5" 3" 6" T
#9 [I'-6" 10 -2" 8'-2" 33" 634" %
#10 [4'-7" [2°-11" 10" -4" 39, %" 87"
#| [7=11" 15'-10" [2'-8" 4 8/ 9%

* LOCATION CATEGORY

A - Bars in horizontal layers in top of pour with 12" or more of concrete
below them such as in: footings, pier caps, etc.

B - All bars not in Category A spaced less than 6’ apart.

C - All bars not in Category A spaced 6" or more apart.

Note:
l. When bar lap is not specified
on the Plans, the above dimensions
shall be used.
2.These bar laps only apply to
4500 p.s.i. lightweight concrete.
3.These bar |aps only apply where
the General Notes indicate
"Reinforcing Steel Design, fs=
24,000 p.s.i.”

CASE NQ.I - For bars coated with epoxy with cover less
than 3 fimes the bar diameter or clear
spacing between bars less than 6 times the

bar diameter.
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